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Product Overview

• Complete System
Approach

• Secondarily Contained
Jointless Piping

• Easily & Rapidly
Installed
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Marinaflex Advantages

• Low Permeation Rates for Fuels and Their
Additives

• Gasketless Coupling Connection

• Flexibility & Kink Resistance

• Impact Shock Resistance
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Marinaflex - Fortron Barrier vs.
Market Alternatives

• Tested with MTBE &
Future Fuels

• Compatible with
BioDiesel, Alcohols,
Esters, Aldehydes,
Furans & Ketone
Additives
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Metal to Metal Seal

No Gaskets to Replace

Brass to withstand
Fresh & Salt Water
Environments

Couplings
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Marinaflex Kink Resistance

• Constantly Moving

• Kinks Permanently
Damage Pipe
Systems
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• Corrugations Absorb Shock

• No Need for Flex Connectors

• Reduces Shock of Joins
T O T A L
C O N T A I N M E N T

O T H E R  P I P I N G  M A N U F A C T U R E R S

O N E T W O T H R E E F O U R F I V E

B a r r i e r  M a t e r i a l C a r i l o n   +
3  l a y e r s

K y n a r   +
 7  l a y e r s

A l u m i n u m  +
7  l a y e r s

K y n a r   +
3  l a y e r s

K y n a r   +  4
l a y e r s

S e l a r
+  1  l a y e r

B u r s t  P r e s s u r e

O p e r a t i n g  i s  5 0  p s i

7 6 0 6 8 0 9 0 0 7 3 0 7 0 0 7 1 0

F o r c e  ( l b s )  d u e  t o  7 0 °°
T e m p e r a t u r e  C h a n g e

S t r e s s  l e v e l s  s e e n  b y
a t t a c h e d  c o m p o n e n t s
( l o w e r  i s  b e t t e r )

1 5 0 3 4 0 3 7 0 2 1 0 3 5 0 6 0 5

C o u p l i n g  S e a l  T y p e

S e a l  l i f e  a n d
c o m p a t i b i l i t y

C o n e  S e a t  w i t h
c o p p e r  w a s h e r

R u b b e r
G a s k e t

N P T
T h r e e a d

R u b b e r
G a s k e t

N P T
T h r e a d

N P T
T h r e a d
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Design Considerations

• Location of Piping on Docks

– Away from boat or other impact

– Steel Jacketing Option

• Tidal Changes

– Suitable lengths from Dock to Shore

– Piping is not a tether for the Dock

• Containment Sumps at all joints

– Under Dispensers

– Transit ions

– Tanks
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Marinaflex

• Fast, Easy to Install and Reliable Marine
Fuel Delivery System

• Compatible with the Future of Fuels

• Designed to Withstand Dynamics of
Marinas


